N&VA

Microphone — Handheld

Mobile

Nova Code: MIC

e Fits the following Radios:

NOVA
MODEL CONNECTOR CODE AMPLIFIED
AS1000 RJ45 MIC-112 NO
HYT/HYTERA 8 PIN MIC-121 YES
IRC RJ45 MIC-112 NO
ICOM RJ45 MIC-115 NO
KAVICOM 6 PIN MIC-103 YES
KENWOOD RJ12 MIC-114 NO
KENWOOD/KIRISUN RJA5 MIC-119 YES
MIDLAND 4 PIN MIC-102 YES
MIDLAND RJA5 MIC-116 YES
MOTOROLA RJA5 MIC-113 YES
MOTOROLA RMN MIC-123 YES
QD GENESIS 6 PIN MIC-108 NO
RANGER 4 PIN MIC-118 NO
RTS RJ45 MIC-122 NO
TAIT (T2000) RJ12 MIC-111 NO
TAIT (T8000) RJ45 MIC-111A NO
VERTEX RJ45 MIC-120 NO

Specifications

Directivity Omni-direction
Impedance (+ 30%) 500Q
Sensitivity (odB = 1V/ubar) -74 + 4dB
Frequency Response 200 Hz — 5 KHz
Case Material ABS Resin

NEW RE-INFORCED MIC PLUG

Dimensions 82 x52 x41mm (L xW x H)
Weight 150 g
6 mm Diameter Curly Cord
Cable
1.8m Length 4 Core
Specification subject to change without notice. Issue 1
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