
N RC VA W 

Nova Code:  POW-107BBWM 

 Wall Mount 

 Resettable Fuse Per Channel (PTC)  

 Battery Back-up 

 Rapid Recovery Charger 

 NRCS Certificate 

Input Voltage 100 - 240V AC 50Hz 

Output Voltage - Adjustable 12V DC; 13.8V DC ; 15V DC 

Ripple Voltage > 10mV p-p / 85% 

Battery Output Terminals 

Transformer type Switch Mode 

Output Current 

Auto Switch over on Mains Failure 

12A 

Operating Temperature -10 to + 60°C 

Battery Back-up Facility Separate charging Circuit 

Charging Rate 2A 

On/Off Power Switch Internal 

Specification subject to change without notice. Issue 1 

Tel: +27 11 719 0000 
Fax: +27 11 444-2288 

Web site: www.webb.co.za 

Out-put Over Voltage Protection on Output 

+27 21 702 1580 
+27 21 702 1585 

www.rcw.co.za 
clint@rcw.co.za 

Fuse Protection 

 

 

Over Current Protection 

 

Features 

Specifications POW-107BBWM 

Fuse Protected 

 
Specialized Power Supplies 

 

 

Short-circuit Protection 

 

Fuse Protected 

Reverse Polarity Protection 

 

 

Fuse Protected 

Compact Size 210 x 90 x 270mm (W x H x L) 

 

 

 
Specialized Power Supplies 

 

 
 

 
 
 

9 Channel 12A CCTV Power Supply 
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