
N RC VA W 

GPS Active Antennas 

Nova Code:  ANT-M-801     MCX Male 
                     ANT-M-801A  SMA Male 

 5M  RG174 

 Magnetic 

 Active 

Centre Frequency 1575.42 ± 1 mHz 

 Band Width CF ± 5 mHz 

Polarization RHCP 

V.S.W.R ˂ 1.5 

Gain 2 dBic (Zenith) 

Impedance 50Ω 

3 dB (max) 

Randome Material ABS 
 

 
Mounting Period Magnet 

Operating Temperature -40⁰C  +85⁰C 

Relative Humidity Up to 95% 

Ingress Protection 

Vibration 10 to 55 Hz with 1.5 mm Amplitude 2 hours 

Specification subject to change without notice. Issue 1 
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Mechanical Data 

Electrical Data   /  Dielectric Antenna 

 
Mobile 

 

 

 

IIP65 – IP67 

Dimension 25 x 25 x 4mm 

Axial Ratio 

 

  

LNA Filter 

Gain 28 ± 2 dB 

Noise Figure 

Filter Insertion Loss 

Ex Band Attenuation 

Supply Voltage 

Current Consumption 

V.S.W.R 

˂ 1.5

 
˂ 3 dB

 12 dB @ CF+50mHz/16dB@CF-50 mHz

 
 ˂ 1.5

 
2.2  -  5V DC 

5  -  15 mA 

˂ 2.0 
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