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7Ah 12V Sealed Lead Acid Battery

Nova Code: BAT-300
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Nominal Voltage 12V
Rated Capacity TAh DISCHARGE CHARACTERISTICS AT 25° O(77° F)
Total Height 31,98 inches (101lmm)
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Dimensions Height 4 inches  (95mm) 5 5 e R e e S jioe
Length 5.94 inches  (151mm) g s T T N TR i
Width 2.56 inches _(65mm) 0 S E—— e~
Approximate Weight 4.521bs, (2,05kg) $an Y } b - e
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Capacity 104F(40°C) 102%% : } -
Affected by 17FQ25°C) 100% “l d
Temperature 32°F(0°C) 85% A r ——Guecep amao
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(20h rare) 5"F(-15°C) 65% Chargwizy Timw (k)
Self .Dhchonge 3 month storage 90% Cyele service life
68 F(20°C) 6 month storage 80% = T
(Capacity after) 12 month storage 60°%s . T = ]
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Constant Carrent Diacharg Characteristics (A,257)
FV TIME Smun 10min | Sumn 30mm 60min 3h Sh 10h 20k
9.60V 27.0 18.0 11.0 8. 40 4. 70 1.73 1. 15 0.71 0, 37
29,7 17.1 13.4 8. 06 4. 55 1.70 1.13 0.70 0. 36
24,2 16,1 12.7 V.66 4. 35 1.65 1. 10 0.68 | 0.35
harg Characteristics (Wat1,28C)
Smin 1 Omin I $1in 30min GOmin 3h $h 10h 20h
301 203 160 042 544 20.6 13.8 8.52 443
102V 287 101 163 90, 4 027 20,2 13.6 8.40 {33
10.5V 270 180 145 86, 0 50. 4 10. 6 13.2 8.17 4.21
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