Security

POW-106SMM

Nova Code: POW

POW-107SMM

13.8V DC Base Station Power Supply
Designed for multiple applications
NRCS Certificate

SABS IEC 60950 approved

POW-108SMM

POW-109SMM

Specifications POW-106SMM  POW-107SMM POW-108SMM POW-109SMM
Input Voltage 110V-230V AC 110V-230V AC

Output Voltage DC 13.8V adjustable DC 13.8V adjustable

Output current Continuous 5A 10A 20A 30A
Operating Temperature -10to + 60°C -10 to + 60°C -10 to + 60°C -10 to + 60°C
Ripple and Noise <80 mV P-P <80 mV P-P <80 mV P-P <80 mV P-P

Over Voltage Protection YES YES YES YES
Short-circuit Protection YES YES YES YES
Over Temperature Protection NO NO FAN FAN
Voltage regulation NO

Thermal cut out Self-restoring Self-restoring

Self-restoring Self-restoring

Compact size 100 x 60 x 160mm 125 x 60 x 180mm 150 x 50 x 200mm 110 x 70 x 220mm
W x HxL) (W x HxL) (W x *HxL) W x HxL)
Switch Mode
*NOTE:

Height of POW-108SMM includes the Fan

Specification subject to change without notice. Issue 1
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